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ACCURACY AT WORK 

FOR DRILLING APPLICATIONS 
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SLIMLINE FIBER－。PTIC GYR。

FOR DRILLING APPLICATIONS 
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The CFA-300X is a slim (OD 16
”

） 3 a×is FOG attitude and heading 
「efe「ence system designed specifically fo「 ho「izontal d「ii ling 
applications (HDD) Internal design comprises an advanced 
solid state 3 a×is「1be「 optic (FOG) ine「tial measu「ement unit with 
highly integ「ated digital elect「onics and CPU The p「oven问叭／D
C「ossove「s a「e designed to be mounted in the bottom hole 
assembly (BHA) of a d「ill colla「An advanced AHRS algo「ithm with 
Kalman Filte「 continuously monito「s senso「 pe「fo「mance to 
p「ovide optimum accu「acy in all conditions 

SYSTEM PERF。RMANCE

Heading Accuracy (RMS) 

Inclination I Toolface 

Gyrocompass 

Azimuth drift when drilling 

Shock 

Vibration 

Magnetic Sensitivity 

PHYSICAL CHARACTERISTICS 

Envir。nmental c。nditi。ns
Temp Range: -25 to +70。

c

p。wer
Supply Voltage: 24-30V DC 
Power Dissipation: <12W 
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Dimensi。ns

A仕e「 initial alignment. the CFA-30。x ente「s navigation mode and 
p「ovides continuous updates of heading， 「oll and pitch when 
「equested via the client se「ve「 RS485 inte「face If necessa「y
gy「ocompassing can be pe「fo「med at anytime when stationa「Y

<= 0.2。 Seclat 1σ 

+/-0.1。

Yes, 4 minutes stationary 

<0.02。／hr

30g survival (half-sine) llms 

lOg survival 5-SOOHz random 

<20 Gauss no degradation 

Outside Diameter: 40.64mm (1.6”） 
Length: 918门1门1

Exp。rt Classificati。n
None 

Interface 
RS485 client-server 
Baudrate 9600 - 23K bps 

CONTACT US: 

marketing@civitanav1.com 
info@civitanavi.com 
www.civitanavi.com 
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