
NAUTILUS 
Naval Inertial Navigation Family 

INS/GNSS 
Navigation and Stabilization System 
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CHARACTERISTICS NAUTILUS 4000 NAUTILUS 3000 NAUTILUS 2000 NAUTILUS 1000 

Heading (RMS) < 0.05 sec LAT < 0.1 sec LAT < 0.5 sec LAT 

R。II / Pitch (R问S) < 0.01。 < 0.01。 < 0.01。 < 0.1。

Heave (R问S) < 2.5 cm or 2.5% < 5 cm or 5% <5 cm 。r 5% N.A. 

Position (CEP50) < 1nm/8hr 

十
< 1nm/2hr < 4 nm/hr 

十
N.A. 

Alignment time (data availability) 10 minutes 10 minutes 10 minutes 10 minutes 

Alignment time (full accuracy) 30 minutes 30 minutes 30 minutes 
L 

30 minutes

｜问0 (MED/96/98/EC) 十 c。mpliant 十 compliant Wh叫问的事障 c。mpliant

SYS TE问 CHARACTERISTICS

Interfaces 
RS422/RS232 
Ethernet 
PPS 
Data Output Rate: up to 700 Hz

Input/Output Standards: Binary, NMEA0783
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Environmental and Reliability 
Operating Temperature: -20°C to +55°C 

Storage Temperature: -40。C to +80°C

EMC/EM I: MIL-STD-467F or /EC 60945

Vibrati。n: MIL-STD-767-7A or /EC 60945

问TBF: > 45000 hours

Waterproofness: IP66

Dimensi。ns
WxHxD: 757x767x286

呐feight
8.5 Kg 

p。，wer requirements 
28VDC (18-36VDC): <75 W

CONTACT US: 
marketing@civitanavi.c。m
inf。＠civitanavi.c。m
www.civita navi .c。m
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